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1 Claim. (CL 285—27) 

The invention described herein may be manufactured 
and used by or for the Government of the Uni ted. States 
of America for governmental .purposes 'without the pay- 
ment of any royalties thereon or therefor. 

This invention relates to improvements in connections 
of the type comprising male and female coupling mem- 
bers and more particularly relates to improvements in 
such connections which include an indexing means as a 
part thereof in order to insure that only selected male and 
female coupling members are joined together. 

Whenever two or mere like male couplings are to be 
joined to two or more like female couplings in close 
proximity of each other, the possibility of mating a male 
coupling to the wrong female coupling always exists. 
This is especially true when the vision of the person mak- 
ing these connections is obstructed. Such a situation 
exists in several present-day space vehicles wherein a plu- 
rality of small explosive charges (commonly called ini- 
tiators) must be coupled to their corresponding electrical 
firing leads. These initiators are used to actuate release 
mechanisms as, for instance, in separating rocket stages 
one from another, to start various motors located through- 
out the vehicle, and male to perform a wide variety of 
other functions each of which Is vital to the successful 
operation of these vehicles. Due to the limited space 
available on such vehicles, some areas in which several 
of these initiators are located side by side are highly con- 
gested and the actual connecting of the electrical firing 
leads to their selected initiators can be done only by the 
feel of the operator since he cannot actually see what he 
is doing. It can easily be seen that if a firing lead is cou- 
pled to the wrong initiator, disaster could and 1 probably 
would result therefrom. Therefore, some means must be 
included in each of these connections which will elimi- 
nate any possibility of mismating the firing leads and their 
selected initiators. 

Systems of color codes have been proposed which aid 
in identifying matching components but these systems 
have not proved entirely satisfactory in and of them- 
selves since they do not' include any means which will 
positively insure against the mismating of components. 
Also, since only a relatively few initiators are used in 
each space vehicle, it is impractical from a cost standpoint 
to make each initiator of a different size and shape in 
order to Insure against the accidental miscoupling of the 
firing leads. As a partial solution to this problem, a 
standard type initiator has been developed which can be 
used throughout the space vehicle to perform any of the 
desired variety of functions but which is individually in- 
dexed according to the particular function it is to per- 
form so that only' the correct firing lead can be coupled 
thereto. 

Such an initiator is presently in use. However, it has 
been found that even though the initiator itself can be 
produced on a large scale, the actual indexing operation 
still makes its use extremely expensive since each initiator 
requires a separate handling step in the manufacturing 
process to properly index it for its particular function. 

The present invention provides a means by which a 
standard female coupling (such as the one on the above 
mentioned initiator) can be produced in large quantities 
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without requiring a separate and expensive indexing step 
for each initiator. In the present invention, a plurality 
of longitudinally extending slots are provided around the 
Inner periphery of the chamber •within the female cou- 
pling member which receives the male coupling member 
of the connection. Special plug members are press-fitted 
or otherwise secured into each cf these slots during the 
manufacturing process so that upon completion of manu- 
facture all of the slots in each female coupling are blocked 
by these plugs. At the time of installation or use of the 
female coupling, one or more of these plug members are 
.easily removed to provide a predetermined' pattern of 
open slots whereby only a selected male coupling having 
keys arranged in the same predetermined pattern can be 
joined thereto. Furthermore, the present invention allows 
the male coupling of this connection to be manufactured 
so that it can easily be individually indexed in the same 
manner as that of the female coupling at time of L\ use 
or installation. Through use of this invention both fe- 
male and male couplings can be mass produced by a 
standardized manufacturing process which does not re- 
quire a separate operation of indexing each female or 
male coupling member individually during such process, 
Also, it can be seen that it is no longer necessary for a 
user to stock quantities of differently indexed female: and 
male couplings since a single, quantity of female and male 
couplings made in accordance with the present invention 
wiil serve the same purpose. 

The. Invention will be better understood by referring 
to the drawings in which like numerals identify like parts 
in the different figures and in which: 

FIG. 1 is a perspective view- of the male and female 
coupling members of this invention when disconnected; 

FIG. 2 is a vertical sectional view of the female cou- 
pling. member of the invention and a partial vertical sec- 
tion of the male coupling member of the invention when 
disconnected; 

FIG. 3 is an end view’ of the female member taken 
a’ong the plane of line 3 — 3 of FIG. 2; 

FIG. 4 is a vertical sectional view of the female and 
male coupling members of this invention when connected 
together; 

FIG. 5 is an exploded perspective view of the female 
coupling member and one of the plug members therefor; 

FIG. 6 is an end view of a modified form of the female 
coupling member of this invention; 

FIG. 7 is an end view of the female coupling member 
of FIG. 3 with different plug members removed to illus- 
trate a different index pattern; and 

FIG. 8 is an end view of a modified form of the male 
coupling member shown in FIG. 1. 

The connection in accordance wdth the present inven- 
tion consists of a male coupling or connector 11 and a 
female coupling 12. The connector 11 is comprised of 
an inner male element 13 having a longitudinal passage 
14 therethrough (see .FIG. 4) and a fiange 15 extending 
outward from the outer periphery them of. A socket 
member 17 of any known insulation material is press- 
fitted, bonded, or otherwise secured into passage 14. 
Socket 17 has a. plurality of probe-receiving openings 18 
in which contact elements 19 are mounted which in turn 
are connected Ac electrical leads 20. At one end of ele- 
ment 13, a plurality of elongated keys 22 extend longi- 
tudinally along element 13 and are secured about the cir- 
cumference thereof in a predetermined pattern for a pur- 
pose set forth below. The other end of element 13 is 
threaded as shown at 23. 

The outer element 24 has a longhudii; dly extending 
passage 25 therethrough and has a danger 26 extending 
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inward therefrom. A plurality of spiral-like locking 
grooves 27 terminating in lock holes 27 a are provided at 
one end of element 24 for a purpose which will be ex- 
plained below. ' 

To assemble connector 11, male element 13 is inserted 
into outer element 28- A spring 28 is positioned on 
element 13 before assembly sc that it will coact between 
flange 15 on element 13 and flange 26 on element 24. 
Washer '29 is then placed over threaded end 23 of ele- 
ment 13 and lock nut 30 is threaded thereon to lock 
elements 13, 24 in- an assembled position. 

It can readily be seen that member 13 :an move both 
longitudinally and rotationally with relation to member 
24 and that spring 28 will normally bias the elements 
of the connector to the position shown in FIG. 2. 

The- female member 12 of the connection (which is 
shown here as an electrically ignited initiator) has a body 
32 which is threaded at one end 34 -'so that it can be con- 
nected to a threaded socket or assembly when in use. 
Since the explosive end of the initiator forms no part 
of the present invention, only the indexed end 36 thereof 
has been shown in detail. The end 36 of body 32 has 
-a male member receiving chamber 37 therein and has a 
plurality of locking lugs 33 spaced about the outer cir- 
cumference thereof. A plurality of probes 39 extend from 
threaded end 34 of female member 12 through a layer 
40 of insulation material into receiving chamber 37. 

The inner periphery of chamber 37 is provided with 
a plurality of longitudinally extending grooves 41 (see 
FIGS. 1 and. 4). Twelve giooves have been shown here 
but ?t should be understood that this number could vary 
without in any way affecting the successful function of 
the invention. The master groove 41a at the bottom 
is normally larger . than the other grooves to provide a 
reference point for various indexing patterns. Holes 42 
are tapped through body 32 and into grooves 41 for a 
purpose described below. Individual plug members- 43 
are press-fitted or otherwise secured into grooves 41 at 
the rime of manufacture. The plug members 41 have a 
lug 44 rigidly secured thereon. This lug 44 fits into hole 
42 in the groove when the plug is placed therein and pro- 
vices a means for easy removal of the plugs when the 
actual indexing operation is performed. 

In practicing the invention, male element 13 of con- 
nector 11 is provided with a plurality of keys 22 in a 
• predetermined pattern as shown in FIG. L The female 
coupling 12 is indexed to correspond with this key pattern 
by Removing the necessary plugs 43 from grooves 41. 
itiis can easily be done by placing a. punch or like tool 
against lug 44 on plug 43 which is exposed through hole 
42 and tapping the punch to force the plug out of the 
groove. After the desired plugs are removed from the 
female coupling, only the proper male connector can 
be coupied thereto.. 

It can easily be seen from FIG. 4 that keys 22 op male 
element 13 will mate with open grooves 41 in receiving 
chamber 37 and will adow male element j 3 to be received 
therein. This allows probes 39 to enter openings 18 
&Tud contact members 19 to establish electrical communi- 
cation between. the electrical firing leads 2(1 and the initia- 
tor. Once the keys and slots are mated, outer element 
24 is rotated with respect to element 13 until locking 
grooves 27 are aligned with locking lugs 38 on the female 
member. When this occurs, continued rotation of ele- 
ment 24 along with slight forward pressure will cause lugs 
38 to ride down grooves 27 in a threading-like action 
until lugs 38 engage lock hol;s 27 a to lock the two cou- 
plings together. During this locking operation, the con- 
struction of the corrector allows the element 24 to move 
forward relative to dement. 13 against the bias of spring 
28 as shown In FIG. 4. The ■compression force of spring 
2$ writ tend tc force male element 13 into the innermost 
position within'- the chamber 37. This insures a fight 
connection between the coupling. members, 

II should be obvious from this description that differ- 
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. ent indexing patterns can-be provided in fema'e coupling 
12 by merely removing different keys (see FIG* 2). 
Also, the number of open slots can vary which further 
increase the number of patterns available with this in-- 
5 vent ion. 

In FIG. 8 there is shown a male connector 11 b which 
can be indexed at the time of installation. Connector 
lib is identical to that shown in FIGS, t and 2 with the 
exception of the inner or male element f 3/> which is pro- 
vkl.ed .with a plurality of grooves 51 at the time of manu- 
facture. . A plurality of keys 22 b can be press-fitted or 
otherwise secured in selected grooves to form a predeter- 
mined index pattern at the time of use or each of the ~ 
grooves 51 can be filled by keys 22 b at time of manufac- 
lure with certain of these keys being removed at time 
of use! 

The modification shown in FIG. 6 is identical to that 
shown in FIG. 3 except for the configuration of the 
grooves and the. design of the plugs therefor. Female 
20 member 12*6 has a plurality of dovetailed longitudinally ' 
extending grooves 41 6 into which dovetailed shaped plugs 
43 b are placed. This dovetailed- configuration provides* a 
means for holding the plugs in place until their removal 
Is 'desired. These plugs cannot be tapped out as those 
05 in the previously disclosed modification but can be easily 
removed by merely pulling the plugs forward out the 
grooves. This can be done with a hooked wire or the 
like. It should be noted that the sizing of the plugs 
and their corresponding grooves is such that friction be- 
30. tween the two win prevent the plugs from merely slipping 
out before removal of the plugs is desired . * 

A slightly different plug member 50 h shown also in 
FIG. 6 which has a portion extending out of its groove 
into receiving chamber 37 b. When one or more plugs 
35 50 are used, corresponding grooves are provided hi ele- 
ment 13 of connector II. By using such a plug, the 
possible number of different and distinct indexing patterns 
can be increased without changing the standard female 
member or its manufacturing process. 

4Q. It should be obvious that the present- invention pro- 
vides both male and female coupling members of a con- 
nection that can be mass produced and at the same time 
provide coupling * members which can also be readily 
indexed so that they will only mate with each other. 

43 . While particular embodiments of the female and male 
members have been illustrated and described, it will be 
obvious that changes and modifications can be made with- 
out departing from the spirit of the invention and the 
scope of the appends c claim. 

50 What is claimed and desired to be secured by Letters 
Patent is: 

A female coupling comprising an elongated body hav- 
ing a chamber therein adapted to receive a male coupling, 
said body having a plurality of elongated longitudinally 
£?;> extending slots therein which are spaced about the periph- 
ery of said chamber, said slots having one side opening 
into- said chamber, said body also having a plurality of 
holes each of which extend from outside said body into 
one of said slots, and plug means removably secured in 
60 each of said slots said plug means having a lug thereon 
extending into said hole. 
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